
Specifications   l

Optional

Function

Power Supply

OPP Tape Width

Carton Range for 2” Tape Heads

Carton Range for 3" Tape Heads

Working table height

Yield

Conveyor speed

Machine Size

Air Compressor

Extended Roller Conveyor ( Exit or Entrance)

Material: steel and powder coating

Size: L500xW500mm

for CHS-6601A

Side belt driven

220V, 1 phase, 60HZ

2" or 3"

L= 150~∞, W= 125~500mm, H= 120~470

L= 150~∞, W= 150~500mm, H= 120~470

570 ~ 770 mm

5 ~ 6 cartons/ min. (carton L=300mm, depends on

operator's speed and carton quality)

20M/min

L1250 x W910 x H1320mm

6KG/cm2 (client owned)

• Carton should be put in the middle of machine by manual

• Stand alone use, not to interlock with other equipment

• Suitable for carton loading weight 20~25kg/ctn.

Product Name:

Features

MODEL: CHS-6601A
Random Carton Sealer

METRO MANILA SHOWROOM: VESMACH Bldg. Km. 19 East Service Rd, Brgy. SMDP, Parañaque City 1700 PH
TELEFAX: (02)8869 3754, (02)8869 3755, (02)8869 3756, (02)8832 8292

DAVAO SHOWROOM: Maya St., Ecoland Phase 2, Brgy. Bucana, Matina, Davao City 8000 PH
TELEFAX: (082)297 6059

www.vesmach.com / info@vesmach.com


